GIUNTI GIREVOLI

SWIVELS

MODELS

They are watertight and protected with electrolytic galvanization.
They are used in applications of suspended or live parts that must
rotate such as:

e crane truck
e drilling machines
e construction cranes

e hydraulic truck cranes
6 CONFIGURATIONS

Our swivels are made of quality steel, with swivel part moun-
ted on axial roller bearing and guided with radial ball or roller
bearings.
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On request we can supply swivels with higher capacities. Swivels can be made with measurements on request.

LOAD CAPACITY A ] o4 D E F G H | L M N (o] P

2 60 259 29 19 104 29 30 35 30 26 25 23 45 222

3 70 299 34 25 125 37 35 40 35 31 30 26 54 247

5 85 377 43 30 165 46 45 50 43 36 35 35 65 310
7.5 95 439 52 39 192 57 54 60 48 42 38 40 76 351
10 118 | 519 57 45 221 66 65 75 59 52 42 46 94 438
15 146 | 650 76 55 279 76 73 95 73 64 50 58 128 | 558
18 146 | 650 95 60 357 116 98 105 74 60 40 46 128 | 517
25 148 | 815 95 60 357 116 98 105 74 60 50 58 148 | 599
35 165 | 815 95 60 357 116 98 105 74 60 50 58 148 | 599
45 195 | 815 95 60 357 116 98 105 74 60 80 66 148 | 755

WLL (t) Dimension (mm)

Member of C15Q Federation

SN T 7
A W W 1= | 1922 &\
e OFS 23 RIRO

'GERTIFIED MANAGEMENT SYSTEM
1S0 9001 - 1SO 14001
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\ CUSTOM PARTS

HOOK BLOCKS
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SHEAVES HOOKS

CASTING

\ HOOK-BLOCK \



